
Features:
　Support Audio Video Input (RCA / 
　S-Video) for Digital Recording into HDD
　Dual digital tuners 
　Fully DMB-TH Compliant 
　PIP (Picture-In-Picture) in live and 
　Time Shifting mode
　MHEG-5 support
　HDMI digital connection
　Simultaneous HD/SD output
　Video outputs: Component (RCA, YpbPr), 
　S-Video, Composite (RCA), HDMI 
　1080p, 1080i, 720p, 576p format support
　7-days Electronic Program Guide(EPG)
　Favorite Channel Editing
　Supports multilingual and subtitle
　Dolby Digital 5.1 Channel Surround Sound 
　Coaxial/Optical Digital Audio Output
　PVR Recording, Support standby mode recording 
　Dual recording while watching a third program
　Time-Shift
　Firmware upgradable through USB for future 
　function and feature upgrade
　USB 2.0 Host Interface supports
　MP3 playback
　Photo view support
　Color adjustment
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Speci�cation
Terrestrial Tuner

/ Demodulator x 2

Video / Audio Output

Front Panel

Rear Panel

Power Supply

Storage

470-862 MHz
470-862 MHz
8 MHz
TDS-OFDM  
QPSK, 16QAM, 64QAM
1920x1080p, 1920x1080i,
1280x720p, 720x576p 
16:9, 4:3(letter box & Panscan)
Decompressed PCM
Compressed Dolby Digital (Pass Through)
Yes
7 keys
VFD display
2 x IEC-Female
2 x IEC-Male
1 x S-Video
1 x RCA 
3 x RCA
1 x HDMI 
1 x RCA
1 x S/PDIF Optical 
1 x S/PDIF Coaxial 
1 x USB
1 x RCA
1 x RCA
1 x S-Video
1 x RJ45 Jack
DC12V, 4A 
External Switching Mode Power Supply
Typical: 28W, Maximum: 35W
Standby Mode: 10W
500GB


